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9.3 Spark plug 

Please replace the spark plug according to the original type: F7TC 

1   Remove the spark plug cap. 

2  Use the spark plug socket wrench to remove the spark plug. 

3  Visually inspect whether the spark plug insulator is damaged. 

Replace the spark plug if it is damaged. 

4  Measure spark plug clearance with thickness gauge. Bend the 

side electrodes to adjust the clearance.The clearance shall be 

between 0.70 and 0.80mm. 

5  Check that if the spark plug gasket is in good condition. 

Install the spark plug, tighten it with the spark plug socket wrench, and 

press down the spark plug gasket. Cover the spark plug cap. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Please use spark plugs with appropriate calorific value. 
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10. Storing 
 

 

To avoid combustion or misfire due to contact with 

high-temperature components of the generator, the generator 

must be cooled before packaging and storage. 

If long-term storage is required, please make sure the storage area 

is clean and dry. 

1  Drain fuel from the fuel tank.Clean the fuel filter, O - ring seal 

and precipitation cup after the assembly.Unscrew the carburetor 

drain bolt, drain the fuel from the carburetor entirely, then reinstall 

and tighten the carburetor drain bolt. 

 

 

In ordinary circumstances, gasoline is flammable and explosive. 

Please discharge oil in well-ventilated condition after stop. No 

fireworks during oil discharge. 

2 Unscrew the oil gauge and Oil drain bolt on the crankcase, and 

drain the oil in the crankcase. Then tighten the drain bolts, add 

new oil to the upper limit, and then install the oil gauge.  

3) Remove the spark plug and pour a tablespoon of clean engine 

oil into the combustion chamber. Turn the crankshaft several 

times to distribute the oil. Reinstall the spark plugs. 

4) Gently pull the starting handle until resistance is felt, leaving 

the inlet and exhaust doors close. 

5)Place the generator set in a clean and dry area. 
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Gentile Cliente, 

grazie per avere scelto un prodotto Hyundai Power Products. 
 
I nostri prodotti sono costruiti con i più elevati standard qualitativi per permettere una 
esperienza di uso semplice, piacevole e sicura. 
 
E’ importante dedicare qualche momento alla lettura di questo libretto di istruzioni: le 
informazioni che seguono sono fondamentali per la sicurezza e per ottenere il massimo 
delle potenzialità del prodotto. 
 
In caso di necessità, per qualsiasi chiarimento o consiglio, siamo a disposizione ai recapiti 
riportati in fondo a questo libretto: saremo felici di aiutare e risolvere qualsiasi genere di 
problema grazie ai nostri tecnici specializzati. 
 
 
Grazie per la preferenza! 
 
    Vinco Srl 
    Licenziatario ufficiale Italia 
    Hyundai Power Products 
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